AL 7=/ CYLINDRICAL BARRELED SPOOLS

- FOR COPPER WIRE

@ Spools suitable for Super Enameled Copper Wire.

PS : High Impact Polystyrene
PP : Polypropylene

Tolerance: All measures, weights and loads as indicated in this
catalogue are approximate figures. Tolerances and deviations as
customary in this trade reserved.

Image Spool Flange Dia. Barrel Dia. Bore Dia. Traverse Length Overall Length Possible Weight Volume

No. Code di d2 d3 L2 L1 Material  (gm) (cm®)
1 80mm 80 45 20 70 85 B 70 241
2 100mm 100 50 20 70 88 BB 95 413
3 125mm 125 65 20 70 95 PP 115 627
4 130mm 130 70 20 90 112 PP 140 849
5 160mm 160 93 38 100 125 PP 240 1332
6 200mm 200 106 38 120 150 PP 450 2712
i 250mm 250 110 38 122 150 BB 720 4831
8 310mm 310 200 36 160 200 PP 1267 7053
9 355mm 355 224 36 160 200 PP 1450 9535
10 HKV125 125 71 16 65 125 PS 160 541
11 PLS4 135 80 22 110 175 PS 290 1022

Note: All dimensions are in mm

g Attention: The spools should not be stored in direct sunlight because heat built up can lead to deformation of the plastic material.



