WELDING WIRE SPOOLS

FOR LAYER / RANDOM WIRING (as per IEC ISO 544 and Others)

PS :HighImpactPolystyrene [ 7] 8= | 2
PP :Polypropylene : &____* .
ABS : Acrylonitrile Butadiene Styrene || =

LAYER WINDING

Image Spool Flange Barrel Bore Traverse Overall Possible Weight Volume
No. Code Dia.d1 Dia.d3 Dia.d2 Length L2Length L1 Material (gm) (cm®)

1 SD 100 100 38 16.5 38.5
2 SD200 200 105 51.5 45
3 SD270 270 148 52 89.9
4 SD300F 300 212 52 89.9
5 SD300F1 300 212 52 90.4
6 SD300F2 300 212 52 89.9
7 SD300G1 300 212 52 89.9
8 SD305 305 120 38 60
9 SD350 350 100 38 60
10 SH 390 390 310 305 79
11 SH 460 319

RANDOM WINDING

Image Spool Flange Barrel Bore Traverse Overall Possible Weight Volume
No. Code Dia.d1 Dia.d3 Dia.d2 LengthL2Length L1 Material (gm) (cm’)
1 SD300A 300 212 52 89.9 103 11 445 28 PP 700 3183
2 SD300B 300 212 52 89.9 103 11 445 28 PP 800 3183
3 SD300C 300 182 52 85 100 11 445 28 PP 780 3799
4 SD 300D 300 212 52 89.9 103 11 445 28 PP 750 3183
5 SD300F 300 212 52 89.9 103 11 445 28 PP 600 3183
6 SD300G 300 212 52 90.4 103 11 445 28 PP 725 3200

Note: All dimensions are in mm
Attention: The spools should not be stored in direct sunlight because heat built up can lead to deformation of the plastic material. B



