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FOR NICHROME WIRE, EDM WIRE, FILAMENT & YARN etc.
PP : Polypropylene [ 2, 7
ABS : Acrylonitrile Butadiene Styrene T %{.':7:':'_‘X.%*Z':Zi'ii?.’iiii://i
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Tolerance: All measures, weights and loads as indicated in this catalogue are d1 d2 d3— 1 —
approximate figures. Tolerances and deviations as customary in this trade TP
reserved.

Image Spool Flange Barrel Bore Traverse Overall Possible Weight Volume Purpose
No. Code Dia.d1 Dia.d2 Dia.d3 Lengthl2 LengthL1 Material (gm) (cm®) (used for)
1 VW65 65 35 17 69 79 ABS 60 163  Braiding
2 B3 105 55 22 90 112 ABS, PP 120 566  Aluminium Alloy Wire
3 B4 120 50 17 100 120 ABS 195 935 Nichrome Wire
4 B5 125 65 22 95 120 B 150 851 Copper Clad Al. Wire
5 P20 140 55 18 50 58 ABS 120 651  Stitching Wire
OSBRSS 70 20 90 112 PP 205 1352 Nichrome Wire
7 PE 160 90 20 90 114 ABS 285 1238 EDM Wire/SS Wire
8 B10 165 95 17/47 88 100 ABS 340 1258 Spring Wire
9 B20 200 100 46 100 115 ABS 430 2357  Spring Wire
10 3kg 170 68 38 220 237 PP 350 4196 Yarn
11 14 kg 335 117 38 215 255 PP 1500 16646 Yarn

Note: All dimensions are in mm

B Attention: The spools should not be stored in direct sunlight because heat built up can lead to deformation of the plastic material.



